
 
ＴＥＣＨＮＩＣＡＬ ＩＮＦＯＲＭＡＴＩＯＮ 

U R L ： h t t p : / / w w w . m o r e s c o . c o . j p /       

東 京 支 店       〒１０４－００２８ 東京都中央区八重洲２丁目８－５ 菱進八重洲ビル８階                               ℡０３－３２７３－７５２６    Ｈｅａｄ Ｏｆｆｉｃｅ ：５－５－３，Ｍｉｎａｔｏｊｉｍａｍｉｎａｍｉ－ｍａｃｈｉ，Ｃｈｕｏ－ｋｕ，Ｋｏｂｅ－ｃｉｔｙ，Ｈｙｏｇｏ，Ｊａｐａｎ，６５０－００４７ 
大 阪 支 店       〒５４１－００５１ 大阪市中央区備後町３丁目２－１５ モレスコ本町ビル７階 ℡０６－６２６２－３３１０    Ｒ＆Ｄ Ｃｅｎｔｅｒ                             Ｐｈｏｎｅ：０７８－３０３－９０１０ Ｆａｘ：０７８－３０３－９０２０ 
名古屋営業所 〒４６１－０００２ 名古屋市東区代官町３５－１６ 第一富士ビル２階                               ℡０５２－９３２－２４５１     Ｏｓａｋａ Ｂｒａｎｃｈ ：２-１５，Ｂｉｎｇｏｍａｃｈｉ，３－Ｃｈｏｍｅ，Ｃｈｕｏ－ｋｕ, Ｏｓａｋａ，Ｊａｐａｎ，５４１－００５１ 
研究センター 〒６５０－００４７ 神 戸 市 中 央 区 港 島 南 町 ５ 丁 目 ５ － ３                              ℡０７８－３０３－９０１０    （Synthetic Lubricants Division） Ｐｈｏｎｅ：０６－６２６２－３３１０ Ｆａｘ：０６－６２６２－３３２７ 
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No.0009-03377K-03 
Lubricating oil for high temperature 

 
◆Description 

MORESCO-HILUBE R-220 is the synthetic lubricant based on ester, which is prepared 
by MORESCO’s unique technology, and suitable for the lubrication systems at high 
temperature. 
MORESCO HILUBE R-220 is used for the lubrication of chain and sliding in Heat setter, 
Steamer, Tenter and Dryer which face at high temperature atmosphere, and its superior 
quality has been well recognized by customers. 

 
◆Characteristics 
☆Excellent thermal stability  
Expect the long term service life by maintaining its liquid phase at high temperature. 
☆Low evaporation Loss 
Minimize the fluid supply. 
☆High flash point 
Provide to use at high temperature. 
 

◆General property 
  R-220 

  Density g/cm3(15℃) 0.969 
  Flash point ℃ 266 
  Viscosity mm２（４0℃） 232.7 
           mm２（１００℃） 18.83 
  Viscosity index    90 

 
◆How to use  

Use as the chain oil for Heat setter, Steamer, Tenter and Dryer. 
◆Storage 

Please refer to Material Safety Data Sheet (M.S.D.S.) 
◆Package 

18 liters / can  200 liters / drum 
 


